SOP Guidelines

SOUTH BAY WIRE SAW

1) Requirements for use

You will clean up after you are done using this machine.

Do not cut soft metals such as aluminum, steel, etc. on this saw without consulting John Mansfield (936-3352) or Kai Sun (936-3353) or Haiping Sun (936-3338) first. You will trap the blade in the soft material and the blade will break.

Do not cut material greater than 5 mm thick.

If the blade breaks return it to John Mansfield (936-3352) or Kai Sun (936-3353) or Haiping Sun (936-3338) and it will be replaced.

You must be trained by John Mansfield (936-3352) or Kai Sun (936-3353) or Haiping Sun (936-3338) before you may use this machine.

2) Hazards/Safety precautions

Do not attempt to service this machine, there are no user serviceable parts.

The wire blade is diamond-impregnated and may cause damage or injury to your fingers in you catch them in the saw mechanism.

There is a hazard if the power cord is cut or frayed. If the cord shows signs of wear, do not use the saw and contact John Mansfield (936-3352) or Kai Sun (936-3353) or Haiping Sun (936-3338).

3) Standard Operating Procedure

1. See Appendix 1 for operating instructions, or the operator manual.
2. ANY problems or questions see John Mansfield (936-3352) or Eric Wang (936-3353).

4) EMERGENCY SHUTDOWN:
   Hit STOP button.
   Pull the plug out of the wall socket if absolutely necessary.